
		
			
	
																																																																			
	
	
	
	
	
	
	
	
	
	
	
	
	

																																										KITCHEN SPLASHBACK 
                   TECHNICAL GUIDE 

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

												 	
	



	

GAS COOKTOP 
 

• 200mm gap distance from the middle of the gas burner to the Lithostone 
splashback is required. AS/NZS 5601. Benches freestanding or mounted. 

 

	
 
 
ELECTRIC / INDUCTION COOKTOP 
 

• 50mm gap distance from the back edge of the cooktop to the Lithostone 
splashback is required. Benches freestanding or mounted. 
 

	
 
 
 



 
IMPORTANT INFORMATION 
 
Utensil racks can be fixed to a Lithostone splashback.  
Fixing holes should be drilled using either a diamond drill, tungshen or sapphire 
tipped drill bit on a slow speed. Do not use a hammer. 
 
Start a small hole and slowly increase the diameter to the required use. Stainless 
steel screws and plastic wall plugs should be used. 
The wall plug must not pierce the wall behind the Lithostone surface.  
 
Leave at least 5cm distance between the hole and the edges if the holes are 
located close to a corner. 

 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

www.lithostonequartzsurfaces.com.au 


